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the head of ach PeSeral Agemey ic Mmmm
active and continuing progrem for the econcerdcal and efficient
menagesent of the records of their records.

be ASE Mxthorization: By the Project Beviev Committee Action
signed an 18 June 1956 for $17,200, spmoval wes given to procure
an Architect-ingineering contract to develop contract drawings
and mpecifications for the construction of the Addition to the
Storage Building.

e, Construction Authorisation: The comgtruction of this addie

tion to the existing Recoavds Storege Building wms suthorized by

the Project Reviev Committee (Action No. DIB-237-57) and signed

5X1 hsthm:ml May 1957. The suthorizstion was for a total

25X1 FY 1957 vouchered funds. Of the autho-
for construction emd [  |for 25X1

.62

2.01

25X1
25X1

Branch of the mwm m mtian
Divisicn. Detalled shop snd mapulacturery drewings were compiled
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2.02

3.C1

3.02

3.03

to supplement the contrect plans and aid the contrmetor's forces

in properly interpreting them. 7The conitract drawings, one to six

inclmeive, architectursl drawings, S-1 to S-4 inclusive, atructursd

W,lmws-smmu,mmmm,mms-s

inclugive, and Rlectrical drewings, all deted 1A January 1957, sxe

mm,mmwmmmmat; | 25X1

)} A complete set of ss-built

al dravings sod specificaticns, pertinent

|
25X1

General Desion: The new structure is an addition located sgainet
: orage Building on ite scuthaast side. The addition
mmmwm@,w:m' stories and & bagement ares of
8C' x TO'. It nas concrete foundstions, conerete bell top columms,
and flat sladb copetruction. The exterior walls sre concrete
sasonry units dable-uall-type comstruction. Such walls are stuce
coed on the culslde and marker off in panels to mabtch the existing
building. The pmew addition includes utilities, alr conditioning,
humidification, uglar and fire zlam gysteom, snd am electrieal
gystem. The wajor part of the mechenical equipment in the existing
sechsnical equipment room wes relocated in the pew mechanicnl equip-
zment room of the pew addition.

I1I. CONTRACT

Avard: The construction Contrasct Bo. vas awerded on  25X1
Z7 fame 1957 to |

| s the low bidder. | The bid price
vos The time required for cotwtructiom wes 230 colen.
dar days. The contractor recelved motice to proceed with the
congtruction on 1 July 1957 which set the completion date on 12
February 1958. The date of accsptance wes 25 June 1958.

% Comtract: The wvork perfurmed under this contract con-~

“the com mtwtixg of & two-story reinforced concrete
frase structure heving conerete block eurtain walls comprising
spproximately( ..,  ewbic feet of imterior space, coamplete with
mechanical squipment, including sir conditioming.

hangs: Gm:m During the progress of emntmﬁw, wodifications
tm mummwmngnr;umemnum.m

SEpreT
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&, % Order No. 1: This Change Order included four
nodifications 2

(1) Use of 110' lineer feet of & cast irom pipe in !
lieu of & T.C, pipe for the sanitary sewer lime. Cost of |
this item was $537.62. ‘

(2) ©Bxtend the 15" concrete culvert 100 linear feet.
Removal of two trees and the ingtallation of a U' high tree |
wall. Cost of this item was $305.20. i

(3) Rock excavation encowntered in the tvenmching for |
water and sewer lines. Cost of this item was $572.69. ?

{4) nock excavation encountered in the building
fommdation. Cost of this item was $3,710.27.

The above noted modifications in this Change Order resulted in \
an increased contract coet of $5,685.84. The completion date of :
the contract wes extended nine days meking 2 new total of 233 |

This Chenge Order included four ‘

(1) Tbe instalistion of a temporery fuel oll syeten
which was not shown on the plaus or specificatioms.

' (2) Removel of rock encountered in the bullding
foundaticn. Cost of this item wae $3,10%.3h. !

| (3) The construction of a re-enforced concrete grade !
beas in ilen of stepping the footing along the southeast ‘
foundation wall. There was ne cogst increase to the coptract
for this item.

(4) Comatruct the columss, D-i, D-2, D=3, and D-h, 2k"
square, in liev of 227 round, from top of footing 4o underside
of the slab on grefde. This was spproved at the conmtractor's
?qmwb. There was no cost incresase to the contract for this

tem.

Change Order Mo. & increased the contract price by $3,538.80 and
extended the contrast completion dste twenty-cne (21) calendar
days meking a nev total of 260 calendur days. With this exten-
silon of time, the new cumpletion date was set at 17 March 19%8.

SEGRET-

Approved For Release 2007/10/23 : CIA-RDP72-00450R000100170017-5



Approved For Release 2007/10/23 : CIA-RDP72-00450R000100170017-5
TokVNk

Ce

»a

This Change Order resulted from a

change card as called for op revised Drewing No.
B-g-1, dated 5 July 1957. Cost of this item waa $656.%9.

4. Order No. 4: There vere seven modifications
included in Change Order as follows:

(1) Clesring trees and relocation of water and sewer
lirnes. Cost of this iten was $190.77.

(2) Substitute Group ¢ Tile (green) for the specified
mnm«(w)mmmwmmamm
the basawent storege room. Cost of this item was $963.15.

{3) hBemoval of rock encountered in the excavation for
sanitary gewer. Cost of this item was $19h.33.

(4) BRemoval of approximately 25 eubic yards of shale
from the excavatiom for the foel oil tank. Cost of this
itow vas $477.63.

(5) Chenges to convert the second floor of the building
into temporary warehcusing area. This change reduced the
contract cost of the butlding by $1,806.47.

(6) The purpose of this modification was to paint the
exterior of both the new and existing portions of the building
25X1 8 dark greem color. Both the and the] | bhave indi
cated thelr strong preference his color in lieu of the
existing yeliow and requested this change. Thie change in-
creased the contract cost by $2,340.36.

(7) The designed tramsforwer pad shown on the plen
proved to be inadequate and the pad had to be enlarged. This
incressed the comtrect cost by $1,086.52. Change Order ¥No.
b {neressed the contract by

Change Order No. L incressed the contrect by $3,416.19 snd
extended the completion date by nine and cue-half (94) days to
a total of 2694 days.

e. Order Ho. 5: Disagreement betueen the Govermment
and the contrac over should furnish and install a burglar
slams system in this bullding was solved by interpretation of the
specificaticns that the contrector was responsidble for all labor
involved in the installation of the system end any material cost
would be the responsibility of the Coverament. This change in-
croased the contract cost by $4,611.52 and extended the completion
date by thirty-four (3%) celendar duys.
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£. Crder Ho., 6: There vere fifteen s=sll deductions
and addi $o the contract which covered the sdjumtment for
fMMtlmxto:Wmtmt They are as follows:
Deduct. Add
Relocation of Zlectricsl Cables $ 23&91
Additional cinder block welle 00.06
Addition of & 24" check valve 73.45
Cone. pod instellation in M.E. room 25.00
107 corrugated culverd {nstallation 2,40
lxachroom window protection
amission $114.82
Omuiasion of siren 350,00
Moving of & water main 666,69
Bock excavstion for § storm sewer 38L.05
Valve box credits 35.00
Credit on cleaning shelves, cte. 100.00
Swvivel Joints - omission 50.C0
Swivel hangerp - omuiseion 200.00
Supports for bia lights - cmalssion  30.00
Three heat Setectoss 22,54
Totals ¢8m.82 $1,553.04
Bet anount of Change Order Mo. 6 to be $ €73.22

added to fSontract

3.0h The men auployed on this comtrast were peid
wm?ﬁ ﬁnwmmmbytmsmyor
Lahcr. The elght-bour law and overtime covpensation were enforced
ci this contract.

25X1
3.05 Cost of Project: The total cost of comstruction wnder thig con-

ve of the Gowverrment esupervision and inspection was

gn |

SECREF:
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a. Hecthworiing equipment:

Twc DG Tractors

Two ietowrnesu screpers
Une Back hoe

Goe Sheepafoot roller
Cne DS Bulldozer

Gne Power Patrol Graeder
One Alr corpresscr
Puo Adrdrills
Thrae Dump trucks

. Concerete Squipnemt:

Elght Concrete buggies
e Vibrutors
e Conerete Finishers

4.02 Excavation: The limits for the siripping for the Btorsge
- ware egtedblished by too gtakes. Structural excavetion
for the bullding foundation, water lines, and eewvers was
remcved to the elevations shown on the plans. In the exeava-
tion for the bullding, rock wves emcountered which required
drilling snd blasting until the required slevations were met.

4.03 Poundation Preperstion:

&. The topsoll over the building foundation wes excavated
witl D8 eatarpiliasr trueior and ledowrdan scraper. The topscil

be The structursl excavation for the bullding wus accon~
plighed with gscrugers, baek boe, and trucks and used to £ill in
sn area adjacent to the power house. The open cut method for
the excavation of the bullding wes used, sides were sloped so
that they stcod without shoring.

L.0h % The drainage syetem wes congiructed sg indicated on

5.05 Buckfill: Beckiill along the building wails wes placed in heinch
Tayere and conpucted with preumatic tempers, cley material wes
uged for backili,

Approved For Release 2007/10/23 : CIA-RDP72-00450R000100170017-5



-~

Approved For Release 2007/10/23 - CIA-RDP72-00450R000100170017-5

CEAE Ay §

- ’(‘

4.06 : mmmmmwp‘mmmmmm,
i, s. of a grade L comercial fertilizer and 2,000 1bs.
of lime containing approximately 80 per cent celeium carbonate
were spread per acre. The ares wvas then dlsced and croes-disced
t0 & minimem of three inches and then harrowed. The gress seed
was sown at 100 lbs. per sere (40 lbe. Bermvia grass and 60 1bs.
rye grass). The ares vas hand-rvaked to remove all stones and
rolied with an approved roller.

4.07 WMmew&mﬁmﬂwwm
Storage 7« The concrete was designed for a minimem 3,000

p.s.i., compression test at age of 2B duys. Aggregate for the
concrete was in accordance with ASMM.C-33 gpecifieations.

h.08 Porme: PForms for the comstruction of the Storage Bullding were
VU1t of Ho. 2 TA0 common lumber and 3/4" plywood. The forms
wvere treated with o form coating applied in accordance with the
sanufacturer's directions. Form ties were of the pull-through

type.
%.09 Concrete Placing: Heady mixed concrete was delivered to the
s alxer trucks. After the forms were checked, cleaned,

and ivgpected, the concreta was dumped directly from the truck
mixer into concrete buggles; the buggies then Lelng pushed up
rezp to the forms. Zach busket of concrete wes vidbrated intc
place by ges driven vibrators. Vibration was supplemented by
spading end forking along the surface of the forms. Hoppery
Wmmwmmmﬁmmth"mt

chutes to prevent segregation of the coarse sggregate.
During the placing of concrete, the alignment of the forms and
enbedded metal wag constantly checked with plasd bods, chalk
lines, and gurveying inmstruments.

b.10 Concrete Pinish: Immedistely after placement, the concrete
was along the face of the fores and struck off by
a board screen. The concrete wvas allowed tc set until it was
#tiff encugh to prevent the final floating from bringing up eny
water. The surface was then fintebed with gas 4riven finishing
machines and stesl towels to produce a smooth surface.

.11 % Upon ccmpletion of the concrete finishing,
a ' » ccmpound vwas applied by a spray st the rute
of one gallon %o 200 square feet. After the forms were remcved,
the holes left in the concrete by the rencval of form rods vere
filled with mortar. Curing compound was then sprayed on the
concrete surfuce.

SEGREF
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4,12 Concrete test: The couwpressive strength of the cunerets was
Tested by breaking cylinders made frowm representative sauples
of the concrete. The nugber of cylinders tested end their
breaking strength sre on file in the RECD/OL.

4.13 ZReowenforeing: The re-enforeing steel wae delivered to the site
in . and shapes as deslignated on the plans. The steel
veg cleccted and placed in the forms according to the plans.

L.1b

Magonyy dork: This work wes perforsed as indieated oo the plams
and in compilance with Federal Specificationg No. 88-~C-621,
meptthwbthemufci%uwtamm&pcm&tm
Work was bullt level, square, plumb, end true; joints were unifors
in thiciness and trowelled neatly.
&.i5 This work was applied in the locuticns
X The surface of the concrete that vas
mbawhrgmfadmtwmlymmmbl@mw
remcved. The closned surface was thoroughly wet and the water-
procfing material spplied by brush 80 &8 to seal all pores.
Three coata of weterproofing asterial were gpplied cllowing
sufficlient “ime between sach coat to permit oxidation of the
material. Surfaces treated with welerproofing were given one
brush coat of grout and two eoats of plsster were agpliled over
the proteciive brush coat before the grout hsd set.

.16 WW This metal was installed as indlested on the

. ﬁt o e g8 were submitted 22 required and are on file
k.17 Metal falitien: Hetel speclalitics were installed as indicuted
on the . Bbop drewings sre on file st | 25x1
5,18

. mmm Doors were instsailed ss indicated on the
: p drowings are on file at| | 25X1

k.19 foofing and Sheet Metal: A bullt-up roof on periite £ill which
in twm ves piaced over an 8 inch conerete slsmb wes laid in
sccordance with meonfectiurey’s specifications. 4 mmufacturer's
surety Bond Guarantee for 20 yoars, fram date of eompletion, was
furnished by the Comtractor.
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8. Gravel stops were formed from 16 og. cold rolled copper
in length aot excesding 8 foet.

b. Gutters vers formed from 20 oz. cold rolled copper in
& £1. to 10 ft. sections.

¢. Dosmspouts were corrugsted 3" x b, formed from 16 oz,
cold rolled copper. Gravel stops, gutiers, and downspouts were
installed in accordance with plans and specifications.

5.20 Fesilient Floors: Asphalt tile wes lustslled where indicated on
L . was clemned, woxed, and polished in sccordance
with manufacturer's recossendsed vaintenance methods.

.21 iting: The painting vas coupleted in sccordance with the
specifications. All paint used was in accordanece with Fodevol
Bpecifications. .

4,22 Stueco: Stuceo wes applied to exterior concrete und conerete
mgechry in three applicatioms. The base vas evealy dampened
before each coat of stuccc was spplied. Stueco has a gmooth
trowel finish, gscored es indlicated on the dresvings.

.23 %mﬁ&ﬁm : Autcmatic heating and air condi-
, squlpment wvas ' iz asccordance with the drawings
&nd specifications. The installation of this eguipuent ves under
the inspection of the mechanical engineer from RECD/OL. After
installation, this eguipment was tested and necessary adjustments
e . MWWW!:MM&WMMMG@W@
mtall&w&mcnﬁlemtheaffmafﬁmmwf,z

hzh. Elsctrical: The electrical installation was in sccordsnce with
end specifiestions. The instellation complied with
the spplicable rules of the Hatiomal Zlectriocal Code. All elec-
trical material was approved by the Undervriters' laboratories,
Inc. Tests of the complete wiring system were made end the
equpment operated in sccordesnce with the requirvements of the
apecifications.

25X1

4.25 Plumbing: ALl pludbing under this comtract was instolled in
BOOL, with dravings, specifications, and latest edition of
the Bational Plumbing Codie. The material used was approved by
the Contrmcting Cfficer.
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4.26 Almrms Systen: The bullding is equipped with both asutcomtic
ﬁx’{%@mmmﬁm. The burglsr alarm systean (ADT)
is intergrated with the exisgting alarm systen on the station.
The autasatic fire slam systen is & combinatice fimsd-temperature
and rate-cf-rise type. This syston is integrated with the existing
fire alarn systen on the station.
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